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Project:  TIS Incident Number/Reference: 047

DESCRIBTION (data and sequence of actions leading to fault, detalls of actual and expected response)

The summary of the new config data should be in the same units as in the config file. The MinPreservedLogSize
and AlarmThresholdSize are currently displayed in Kbytes, they should be presented in Eytes.

Juaf -
Found in test: UpdateConfigl

Supporting documentation attached YES/NO Continued ¥ES/NO

= DesicnANEORMED-Desidgn

Found during: egs/~S he ormal-B
(use actual project stages) ign/Code/Code-Proofntegration/Sys testtAcceptance-{User-Manual}

Date:  03/08/2003 Signature of Originator: —"S,_)i vkj3>

EVALUATIOK (include list of items affected, details of work required, other similar faults, tests to be re-run)

In the code configuration.adb scale the size of the MinPreservedLogSize and AlarmThresholdSize within the
audit entry description.

Continued NO
Classification: GriticalMaijer / Minor / lnterfaces/Test/Ne-Fault
Introduced during; (use actual project Regs/Sys-spee/Security-Spec/Formal DesisnANFORMED Design/
stages) Code/integration/Sys-test/Aceeptance
Date:  03/09/2003 Signature of Evaluator: =<y _ < K>>

RESPONSE (detail how incident is to be resolved, identify cause of problem, related faults and change requests)

Update as described in evaluation.

Continued ¥ES/NO

Date: /524382003 Signature of Project Manager: —<s <t SR o>~

IMPLEMENTATION (if applicable)

Assigned to:  janet Signature of Project Manager: ~ SN A e,

ltem modified Date/Version Sigpature of Checker Signature of Integrator
) . A
configuration.adb . . : (a5l
Continued NO
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