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Project: TIS Incident Number/Reference: 048

DESCRIPTION (data and sequence of actions leading to fault, details of actual and expected response)

When polling the Token reader, TIS will request the card status even when it is not connected, so does not know
the card handle. This results in several error messages being received from SPRE.

Found in test:

Supporting documentation attached ¥YES/NO Continued YES/NO

Found during: ac/Formal-B i
(use actual project stages) Proof-of-Design/Code/Code-Prost/integration/Sys test/Acceptance-{UserManual)

Date:  03/09/2003 Signature of Originator:  — S\, e

EVALUATIOR (inciude list of items affected, details of work required, other similar faults, tests to be re-run)

ary a

In the code tokenreader.adh, within the Poll operation, mark the token as bad if we cannot connect to it when it
is present.

Also only check the card status if the card is present and connected.

Continued NO
Classification: Critical A Maior / Minor / interfaces/Test/ No-Fault
Introduced during: (use actual project Reags/Sys-spec/Seeurity- Spec/Formal-Desish/ ANFORMED Design/

stages) Code/Integration/Sys-test/Acceptance
Date:  03/09/2003 Signature of Evaluator: ~—<_ = ~=_ S~

RESPONSE (detail how incident is to be resolved, identify cause of problem, related faults and change requests)

Update as described in evaluation.

Continued YES/NO
Date: 3/%/2003 Signature of Project Manager: “3__)“\ = e

IMPLEMENTATICN (if applicable)

Assigned to:  janet Signature of Project Manager: %W \33\

Item modified Date/Version Spnature of Checker Signature of Integrator
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Continued NO
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