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Project: TIS Incident Number/Reference: 044

DESCRIPTION (data and sequence of actions leading to fault, details of actual and expected response)

The software currently has the SPRE device name hardwired - this is a nuisance since SPRE have now relocated
their driver twice. It would be better to hold an internal default and allow the device (and ports) to be
configurable on the command line.

Futher there is no indication that the reason TIS fails to start is the SPRE drivers not connecting.

Found in test:

Supporting documentation attached YES/NO Continued YES/NO
Found during: Regs/Sys-spec/Security-Spee/Proofof SpectFormal-DesighANFORMED-Besign/
(use actual project stages) Proef-of-Design/CedefCode-ProoffIntegration/Sys-test/Aceeptance

Date:  19/08/2003 Signature of Originator: <, = = S

EVALUATION (include list of items affected, details of work required, other similar faults, tests to be re-run)

Update tcpip package to check for command line arguments and change defaults as needed. Introduce a new
Init procedure in this package to do this.

Update tis.adb to call the init procedure before making connections and report a failure if connection failed.

Continued YES
Classification: Critieal-~Major / Minor / {nterfaces/Fest/ No-Fault
Introduced during: (use actual project Reas/Sys-spec/Seeurity Spec/Formal DesigrANFORMEB Besign/
stages) Gede/Integration/Systest/Acceptance
Date: 19/08/2003 Signature of Evaluator: ——=_ g <z b

RESPONSE (detail how incident is to be resolved, identify cause of problem, related faults and change requests)

Update as described in evaluation.

Continued YES/NO

Date: 19/08/2003 Signature of Project Manager: “@\

IMPLEMENTATION (if applicable)

Assigned to:  janet Signature of Project Manager: m@

Iltem modified Date/Version Signature of Integrator
tcpip.ads g |- S
tcpip.adb 6~ [ 3
tis.adb - IR
Continued YES
Distribution of Completed Forms: Project File Form Issued: 18.10.02
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EVALUATICGN Continued (include list of items affected, details of work required, other similar faults, tests to be re-run)

The Keyboard task should also be guarded in a terminating select statement so that if the system cannot be
started the Keyboard task will terminate cleanly.

IMPLEMENTATION Continued (if applicable)

Assigned to:  janet Signature of Project Manager:
[tem modified Date/Version Signature of Checker Signature of Integrator
keyboard-interface.adb V- (13 4 w( 800#»
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